ENGLISH

· 360⁰ Turnable scart connector

· Fully DVB-S/MPEG-2 compliant

· 100 satellite and 6100 channels memory space

· 8 favorite channel groups

· SCPC & MCPC receivable from C/KU band satellites

· 256 colors on screen display (OSD) supported

· 7 days Electronic Program Guide (EPG)

· Teletext (VBI &OSD) and subtitle supported

· Powerful channel editing function

· Easily and quickly select channel and satellite

· Picture in Graphics (PIG) supported

· NIT/multi-satellite search supported

· Easy and fast progam scan (Auto/NIT/Satellite/blind)

· Zoom function supported

· Software updating via USB 
· Software updating via satellite (OTA)

· PVR recording and playing by USB

· Timeshift function

· Viewing photos files via USB (JPG) 
· Listening to music files via USB  (Mp3)

· Watching movie via USB (DAT, .MPG, .VOB, .AVI)

· Fully Compliant with HD/SD

· Video resolution 1080p,1080i,720p,576p

· High sensitivity Tuner

· Aspect ratio adjustment 4:3,16:9

· PAL/NTSC convertible

· DiSEqC 1.0,1.1,1.2,USALS

· Multi-language OSD

· Low power consumption in Stand-by mode,below 1W
· Ethernet input for FTP and internet applications

· Digital Coaxial sound output for music system

TURKISH
· 360⁰ Dönebilen Scart Bağlantısı

· DVB-S/MPEG-2 tam uyumlu
· 100 uydu ve 6100 Kanal hafıza kapasitesi
· 8 Favori kanal grubu

· C/Ku-bant uydularından SCPC/MCPC Alabilme

· Tam fonksiyonlu kullanıcı dostu OSD menüsü (256 renk)
· 7 Günlük EPG (Elektronik Program Rehberi)

· Teletekst (VBI &OSD) ve alt yazı desteği

· Kolay kanal düzenleme fonksiyonu

· Kolay kanal ve uydu seçimi 

· EPG üzerinde (PIG) Küçük Ekran Resmi
· Kolay Ayar Rehberiyle Kurulum
· Kolay ve hızlı Frekans Tarama (Otomatik/Ağ/Uydu/Kör)
· Yakınlaştırma Fonksiyonu
· USB üzerinden yazılım güncelleme

· Uydu üzerinden yazılım güncelleme (OTA)

· Kanalı USB ye kaydetme ve oynatma

· Timeshift (Durdur geri al tekrar izle )

· USB üzerinden resim görüntüleme (JPG)

· USB üzerinden müzik çalma (MP3)

· USB üzerinden film izleme (DAT, .MPG, .VOB, .AVI)
· Full HD/SD Tam uyumlu

· 1080p,1080i,720p,576p formatlarında Video çözünülürlüğü
· Yüksek hassasiyetli  tuner
· 4:3,16:9 formatlarında ekran görüntü oranı
· DiSEqC 1.0,1.1,1.2,USALS uyumlu
· Çok dilde OSD Menu Lisanı

· Bekleme sırasında 1W’ ın altında düşük güç  tüketimi

· Internet uygulamaları ve FTP için Ethernet girişi

· Müzik sistemleri için Dijital Koaksiyal ses çıkışı
